BASE DIRECTIONAL ANTENNA
BD 460

 BD460
e BD 460A

!
|
Description
BD460 and BD 460A directional ” "
antennas are designed for mobile and
data radio networks. g
Radiation pattern — H plane Radiation pattern — E plane

Technical Specifications

Type BD 460 BD 460A

Frequency range MHz 440 + 470 400 +430

Type of antenna YAGI

Gain dBi 5.6

Radiation pattern directional

Beamwidth — H plane ° 140 + 180

Beamwidth — E plane ° 70

Front-to-back ratio dB 12

Polarization vertical

Impedance Q 50

VSWR <15

Maximum input power w 150

Grounding all metal parts of antenna including mounting kit are DC grounded

Material of antenna lacquered aluminium alloy, plastic, stainless steel

RCAK 400 43 - & 35 + 76 (standard)
Antenna holder mm RCAK 400 53 - & 60 + 90
RCK 100 000 - & 90 + 120

Material of holder aluminium alloy, hot-dip zinc steel; all screws and nuts: stainless steel

Weight of antenna / holder kg 0.8/0.5

Maximum wind velocity km/h 160

Wind load (at 160 km/h) N 36

Dimensions | x h mm 576 x 335 597 x 364

Connector type N female

RCD Radiokomunikace spol. sr. 0. U Posty 26, 533 52 Staré Hradisté — Pardubice = Czech Republic
phone: +420 466 415 755  fax: +420 466 415 376  e-mail: sales@rcd.cz  http://lwww.rcd.cz  V3.2; March 2017




